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(ii) Any time an action taken by an 
owner or operator during a startup, 
shutdown, or malfunction (including 
actions taken to correct a malfunction) 
is not consistent with the procedures 
in the startup, shutdown, and malfunc-
tion plan, the owner or operator must 
comply with all requirements of 
§ 63.10(d)(5)(ii). 

(b) Specific reporting requirements. In 
addition to the information required 
under § 63.10, reports required under 
paragraph (a) of this section must in-
clude the information specified in para-
graphs (b)(1) through (b)(5) of this sec-
tion. As allowed by § 63.10(a)(3), if any 
State requires a report that contains 
all of the information required in a re-
port listed in this section, an owner or 
operator may send the Administrator a 
copy of the report sent to the State to 
satisfy the requirements of this section 
for that report. 

(1) Air pollution control devices. The 
owner or operator must submit reports 
that summarize the records maintained 
as part of the practices described in the 
maintenance plan for air pollution con-
trol devices required under § 63.1655(b), 
including an explanation of the periods 
when the procedures were not followed 
and the corrective actions taken. 

(2) Venturi scrubbers. In addition to 
the information required to be sub-
mitted in paragraph (b)(1) of this sec-
tion, the owner or operator must sub-
mit reports that identify the periods 
when the average hourly pressure drop 
of venturi scrubbers used to control 
particulate emissions dropped below 
the levels established in § 63.1656(c)(4), 
and an explanation of the corrective 
actions taken. 

(3) Fugitive dust. The owner or oper-
ator must submit reports that explain 
the periods when the procedures out-
lined in the fugitive dust control plan 
pursuant to § 63.1654(a) were not fol-
lowed and the corrective actions taken. 

(4) Capture system. The owner or oper-
ator must submit reports that summa-
rize the monitoring parameter excur-
sions measured pursuant to § 63.1657(c) 
and the corrective actions taken. 

(5) Bag leak detection system. The 
owner or operator must submit reports 
including the following information: 

(i) Records of all alarms. 

(ii) Description of the actions taken 
following each bag leak detection sys-
tem alarm. 

(iii) Calculation of the percent of 
time the alarm on the bag leak detec-
tion system sounded during the report-
ing period. 

(6) Frequency of reports. (i) The owner 
or operator must submit reports pursu-
ant to § 63.10(e)(3) that are associated 
with excess emissions events such as 
the excursion of the scrubber pressure 
drop limit per paragraph (b)(2) of this 
section. These reports are to be sub-
mitted on a quarterly basis, unless the 
owner or operator can satisfy the re-
quirements in § 63.10(e)(3) to reduce the 
frequency to a semiannual basis. 

(ii) All other reports specified in 
paragraphs (b)(1) through (b)(5) of this 
section must be submitted semiannu-
ally. 

§ 63.1660 Recordkeeping requirements. 
(a) General recordkeeping requirements. 

(1) The owner or operator of a 
ferromanganese and silicomanganese 
production facility must comply with 
all of the recordkeeping requirements 
under § 63.10. 

(2) As required by § 63.10(b)(2), the 
owner or operator must maintain 
records for 5 years from the date of 
each record of: 

(i) The occurrence and duration of 
each startup, shutdown, or malfunction 
of operation (i.e., process equipment 
and control devices); 

(ii) The occurrence and duration of 
each malfunction of the source or air 
pollution control equipment; 

(iii) All maintenance performed on 
the air pollution control equipment; 

(iv) Actions taken during periods of 
startup, shutdown, and malfunction 
(including corrective actions to restore 
malfunctioning process and air pollu-
tion control equipment to its normal 
or usual manner of operation) when 
such actions are different from the pro-
cedures specified in the startup, shut-
down, and malfunction plan; 

(v) All information necessary to dem-
onstrate conformance with the startup, 
shutdown, and malfunction plan when 
all actions taken during periods of 
startup, shutdown, and malfunction 
(including corrective actions) are con-
sistent with the procedures specified in 
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such plan. This information can be re-
corded in a checklist or similar form 
(see § 63.10(b)(2)(v)); 

(vi) All required measurements need-
ed to demonstrate compliance with the 
standard and to support data that the 
source is required to report, including, 
but not limited to, performance test 
measurements (including initial and 
any subsequent performance tests) and 
measurements as may be necessary to 
determine the conditions of the initial 
test or subsequent tests; 

(vii) All results of initial or subse-
quent performance tests; 

(viii) If the owner or operator has 
been granted a waiver from record-
keeping or reporting requirements 
under § 63.10(f), any information dem-
onstrating whether a source is meeting 
the requirements for a waiver of rec-
ordkeeping or reporting requirements; 

(ix) If the owner or operator has been 
granted a waiver from the initial per-
formance test under § 63.7(h), a copy of 
the full request and the Administra-
tor’s approval or disapproval; 

(x) All documentation supporting ini-
tial notifications and notifications of 
compliance status required by § 63.9; 
and 

(xi) As required by § 63.10(b)(3), 
records of any applicability determina-
tion, including supporting analyses. 

(b) Specific recordkeeping requirements. 
(1) In addition to the general records 
required by paragraph (a) of this sec-
tion, the owner or operator must main-
tain records for 5 years from the date 
of each record of: 

(i) Records of pressure drop across 
the venturi if a venturi scrubber is 
used. 

(ii) Records of manufacturer certifi-
cation that monitoring devices are ac-
curate to within 5 percent (unless oth-
erwise specified in this subpart) and of 
calibrations performed at the manufac-
turer’s recommended frequency, or at a 
frequency consistent with good engi-
neering practice, or as experience dic-
tates. 

(iii) Records of bag leak detection 
system output. 

(iv) An identification of the date and 
time of all bag leak detection system 
alarms, the time that procedures to de-
termine the cause of the alarm were 
initiated, the cause of the alarm, an ex-

planation of the actions taken, and the 
date and time the alarm was corrected. 

(v) Copy of the written maintenance 
plan for each air pollution control de-
vice. 

(vi) Copy of the fugitive dust control 
plan. 

(vii) Records of each maintenance in-
spection and repair, replacement, or 
other corrective action. 

(2) All records for the most recent 2 
years of operation must be maintained 
on site. Records for the previous 3 
years may be maintained off site. 

§ 63.1661 Implementation and enforce-
ment. 

(a) This subpart can be implemented 
and enforced by the U.S. EPA, or a del-
egated authority such as the applicable 
State, local, or Tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to a State, local, or Tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
Contact the applicable U.S. EPA Re-
gional Office to find out if this subpart 
is delegated to a State, local, or Tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or Tribal agency 
under subpart E of this part, the au-
thorities contained in paragraph (c) of 
this section are retained by the Admin-
istrator of U.S. EPA and cannot be 
transferred to the State, local, or Trib-
al agency. 

(c) The authorities that cannot be 
delegated to State, local, or Tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 

(1) Approval of alternatives to re-
quirements in §§ 63.1650 and 63.1652 
through 63.1654. 

(2) Approval of major alternatives to 
test methods under § 63.7(e)(2)(ii) and 
(f), as defined in § 63.90, and as required 
in this subpart. 

(3) Approval of major alternatives to 
monitoring under § 63.8(f), as defined in 
§ 63.90, and as required in this subpart. 

(4) Approval of major alternatives to 
recordkeeping and reporting under 
§ 63.10(f), as defined in § 63.90, and as re-
quired in this subpart. 
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